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Stationary Auger Compactor

Model: SP10-A-90
The  Pakmor Single 900mm Stationary Auger 
Compactor is specifically designed for compacting  
large volumes of waste material.  As a Stationary 
Compactor the machine is best suited for dry waste 
such as paper and cardboard. The Single 900mm 
Auger is ideal for retail outlets and industrial sites. 

Pakmor Auger Compactors offer a sealed  compaction 
chamber without cavity for waste to collect, 
decompose and smell. Auger Compactors allow for 
loading over the front and either side from ground 
level.

The SP10-A-90 is driven electrically with an electric 
motor and gearbox to drives the auger. The auger is 
suspended in a trough, as the auger turns it crushes 
and forces waste into the collection body. Augers are 
the only style of compactor that allow for continuous 
loading. 

Loading Hoppers, Doors, Chutes, Bin Lifters, cycle 
time, eye starting etc. are all customised to suit 
customer and site requirements.

The advantages of using a compactor :

• Reduce waste volume, reducing transport 
movements and costs

• Minimize waste storage space on site

Specifications:
Bin Capacity
Auger Diameter
Auger Speed        
Motor Drive           
Head Weight
Power Supply

Schematics Layout:
Stationary Auger Compactor with a 38m³ Container
All dimensions are in mm
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: 10-60 Cubic metre
: 900 mm
: 8 rpm
: 10 kw
: 1750 kg
: 415 volt, 3 phase, 32 amp, 5 Pin
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Model: SP10-A-90
The PakMor Single 900mm Stationary Auger Compactor is 
specifically designed for compacting large volumes of waste 
material. As a Stationary Compactor the machine is best suited for 
dry waste such as paper and cardboard. The Single 900mm Auger is 
ideal for retail outlets and industrial sites.

PakMor Auger Compactors offer a sealed compaction chamber 
without cavity for waste to collect, decompose and smell. Auger 
Compactors allow for loading over the front and either side from 
ground level.

The SP10-A-90 is driven electrically with an electric motor and 
gearbox to drives the auger. The auger is suspended in a trough, as 
the auger turns it crushes and forces waste into the collection body. 
Augers are the only style of compactor that allow for continuous 
loading.

Loading Hoppers, Doors, Chutes, Bin Lifters, cycle time, eye starting 
etc. are all customised to suit customer and site requirements.

The advantages of using a compactor:

•	 Reduce waste volume, reducing transport movements and costs
•	 Minimise waste storage space on site

Specifications:
Bin Capacity	 : 10-60 Cubic metre
Auger Diameter	 : 900 mm
Auger Speed	 : 8 rpm
Motor Drive	 : 10 kw
Head Weight	 : 1750 kg
Power Supply	 : 415 volt, 3 phase, 32 amp, 5 Pin

Schematics Layout:
Stationary Auger Compactor with a 38m³ Container.
All dimensions are in mm.
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 1 Background
  Warm Gray/white

 2 Map body
  White/Warm Gray 

 3 Locations
  Dots, Medium red
  
 4 Separation line
  White/Warm Gray
  

Info graphics   Image graphics such as this world map, e.g. a map of Europe, are based on 
simple, two-dimensional drawings. Info graphics are always shown as positive or negative  
in Warm Gray. 

Graphics and tables

The current Bucher international locations.

refuse@buchermunicipal.com.au
www.buchermunicipal.com.au

Customer Support Centre
65-73 Nantilla Road,
Clayton North, Vic.
3168 Australia
Phone +61 3 9271 6400
Fax +61 3 9271 6480

Customer Service Centre
Western Victoria
35 Spencer Street,
Sunshine, Vic.
3020 Australia
Phone +61 3 9314 8928
Fax +61 3 9318 0938

Customer Service Centre
Central Region (NSW)
Unit 2, 9 Enterprise Place,
Wetherill Park, NSW
2164 Australia
Phone +61 2 8787 9600
Fax +61 2 8787 9696

Customer Service Centre
Southern Region (VIC/TAS)
Unit 6, 80-84 Fairbank Road,
Clayton South, Vic.
3169 Australia
Phone +61 3 8558 3600
Fax +61 3 8558 3640

Customer Service Centre
Northern Region (QLD)
50 Buchanan Road,
Banyo, QLD
4014 Australia
Phone +61 7 3363 6400
Fax +61 7 3363 6499

Customer Service Centre
Western Region (WA,SA,NT)
76 Grey Street,
Bassendean, WA
6054 Australia
Phone +61 8 9370 7900
Fax +61 8 9370 7998

Customer Service Centre
Central Region (NSW)
35 Walker Street,
South Windsor, NSW
2756 Australia
Phone +61 2 4577 3099
Fax +61 2 4577 3022


